
REVOLUTIONARY  IMPROVES THE QUALITY / SAVES 
TIME WHILE DELIVERING THE HIGHEST QUALITY SHEATHING TO RESIST ALL 
BLAST AND BALLISTIC APPROVED DESIGNS UTILIZED TODAY.

®SURE-BOARD  SERIES 200B

FOR BLAST AND BALLISTIC PERSONNEL PROTECTION 

 IS A CLEAR WINNER.SURE-BOAR ®D
TECHNICAL SUPPORT (866) 469-7432

®SURE-BOARD

U.S. PATENT #8079188

I PMO ES ER-0126
DSA IR A-5
A LARR #25461

LA FAB #2109
Miami-Dade Approval 14-1030.12

Series 200B
FOR

BLAST/BALLISTIC PROTECTION

STANDARD SERIES 200BI INTERIOR 
NOTES:

STUD SPACING IS DETERMINED BY 
DESIGN ENGINEER

SIZE/GAGE OF STUDS AND TRACK 
TO BE DETERMINED BY DESIGN 
ENGINEER

®SHEET STEEL ON SURE-BOARD  
PANEL IS 22 GAGE FOR 200 BI 
(INTERIOR BLAST) 14 GAGE FOR 
200 BB (BALLISTIC)

INTERIOR GYPSUM/NON COMBUSTIBLE 
SHEATHINGS:

SHEATHING MATERIAL TO BE 
DETERMINED FOR EACH SPECIFIC 
PROJECT

INTERIOR BLAST PANELS MAY 
HAVE 1½” STEEL TAB AT 
HORIZONTAL JOINTS (OPTIONAL)

FASTENERS ON INTERIOR 
BLAST/BALLISTIC PANELS ARE 
#8X1¾” (MINIMUM)

•

•

•

•

•

•

NOTE: BLAST CLIPS (BC) 

AND BLAST WASHERS (BW) 

ARE AVAILABLE FROM 

MANUFACTURER OF 
®SURE-BOARD  WHEN 

ORDERING PANELS.

SUGGESTED COMMERCIAL APPLICATIONS, 
MILITARY/CIVILIAN FACILITIES, AIRPORTS, 
HOSPITALS, SCHOOLS, HIGH-SECURITY.

PRACTICAL APPROVALS:

DOD/UCSD BLAST TESTED AND CERTIFIED

SIMPLE CONVENTIONAL 
INSTALLATION

PASSED ALL GSA BLAST STANDARDS

UL752 CERTIFIED FOR LEVELS 
3 THROUGH 8

1 & 2 HOUR NON-COMBUSTIBLE

STANDARD SERIES 200BX EXTERIOR 
NOTES:

STUD SPACING IS DETERMINED BY 
DESIGN ENGINEER

SIZE/GAGE OF STUDS AND TRACK 
TO BE DETERMINED BY DESIGN 
ENGINEER

STEEL SHEET AT EXTERIOR SERIES 
200 BX (EXTREME BLAST) OR 200 
BALLISTIC PANELS TO BE 14 GAGE 
UNLESS DESIGN ENGINEER 
SHOULD REQUIRE LESS OR MORE 
PROTECTION

SHEATHING MATERIAL TO BE 
DETERMINED FOR EACH SPECIFIC 
PROJECT

FASTENERS ON EXTERIOR
A) BLAST PANEL #12X2” SERIES 
200 BX   B) BALLISTIC PANEL 
#8X1¾” SERIES 200 BB (MINIMUM)

FOR BALLISTIC ONLY PROTECTION 
PROPRIETARY BBS (BALLISTICS 
BAG SYSTEM) KEVLAR BAG IS 
REQUIRED IN EACH STUD BAY

•

•

•

•

•

•

•

•

•

•

• EXTERIOR SIDE OF WALL

CUP 1½”X1½”

NO STEEL TAB
REQUIRED AT 
HORIZONTAL JOINT

®

BBS

BALLISTIC BAG

SYSTEM

INTERIO
R SIDE O

F W
ALL

NOTE: 16 GAGE 
COLD ROLLED 
CHANNEL AS 
REQUIRED BY 
DESIGN ENGINEER 
CLIPPED AT EACH 
STUD

16 GAGE COLD 
ROLLED CHANNEL 
WHERE REQUIRED

DETAIL BELOW

16 GAGE 
COLD ROLLED

#10X¾” 
SCREWS 
(TYPICAL)

PUNCH
OUT

16 GAGE 
COLD ROLLED

#10X¾” 
SCREWS 
(TYPICAL)

1½”

BLAST WALL DETAIL

REV. 1/2016


